References that are mainly collected by Lars Persson


CEN, European Committee for Standardization 2002a: EN 13043, Aggregates for bituminous mixtures and surface treatments for roads, airfields and other trafficked areas, Brussels, 40 p.


Hosking, J.R., 1969: An investigation to determine the degree to which roadstones polish under present day conditions. Unpublished Master of Science Thesis, University of Salford, UK.


ISRM, 1985: Point load test index Is(50).


Lleshi B., 1994: Raport mbi punimet e kerkim-zbulimit te gelqeroreve dhe ranoreve pllakore si material ndertimi e gure dekorative ne vendburimin e Zall Dajtit. Archive of Tirana Geological Enterprise.


Maldonado, A., Lekouagh, A., Chaïb, K., Säi, M. & Clement, M., 2002: Aggregate Policy: How a motorway project can generate exemplary cooperation between the Laboratoire Central des Ponts et Chaussés (LCPC) and the Public Works Technical Control Board (CTTP). International Association for Engineering Geology and the Environment, 9th Congress, Engineering Geology for Developing Countries, Durban South Africa.


NAPA Info. Series 97/87, Riverdale.


Streckeisen, A., 1976: To each plutonic rock its proper name. Earth-Science Reviews, 12, 1-33.
Streckeisen, A., 1979: Classification and nomenclature of volcanic rocks, lamprophyres, carbonatites and melilitic rocks: Recommendations and suggestions of the IUGS Subcommission on the systematics of igneous rocks.
Geology 7, 331–335.
Suominen, V., 2003. Ballastproduktionen i Finland [In Swedish: Aggregate production in Finland]. Nordensköld-
samfundets tidskrift 62, 111-124.
Svedesten, P., 2004: Crushing plant operation management. In the 10th Nordic Aggregate Research Conference 8-
10.9.2004 Tampere, Finland.
Sveriges geologiska undersökning 2003: Grus, sand och krossberg. Aggregates, Produktion of tillgångar 2002,


